A23-2 C€s

Continuous Rating
200A 12-50V DC
Intermittent Rating
300A

Cranking Rating
1000A

Contact resistance
50mQ Max
Insulation resistance
DC 1000V 100M<2 Min
Dielectric strength

DC 2000V 1 minute
AC 1000V 1 minute

Cut out

-24.5.

FEATURES

* MATERIAL: Frames are PBT (UL frame: 94V-0), with black color. TP =t
* Actuator: PBT (UL frame: 94V-0), with red color. g ,@ 3 0@

* Wire screw for connection: copper tinned 2 pcs.
* Wire nut for connection: bronze tinned 4 pcs. ONIL (ORE- sctustor ot 200
* Wire outlet direction: any of 4 directions. ..»r.,.-,

ON/OFF/SEPARATE

Circuitdiagram EIANS 24

Buumanune! Onucanue ToBapa HOCUT HH(GOPMAIIMOHHBIN XapaKTep U MOXKET OTINYATHCS OT
OTHMCAaHUs, TIPEJCTABICHHOTO B TEXHUYECKON JOKYMEHTAIIMH MPOU3BOAUTENS. Y OeIUTEIHHO IPOCUM
Bac npu nokynke npoBepsATh HATMYKE KeJlaeMbIX (YHKIUN 1 XapaKTePUCTHK.
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